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THE USE OF OUR PAINTED 
PRODUCTS

What is powder coating?

 Our products are painted by powder coating method. 

Preparing the products for paint

Why Powder Coating?

Packing

*  Our products are painted by powder coating method.
* This method has been developed after the increasing environmental consciousness. In the 
first stage the metal and powder coating material is loaded with different electrical loads in a 
magnetic environment. As a result of this, the powder will cover the metal surface due to the 
magnetic effect between the two opposite poles. 
*The paint is cured by putting the powder covered metal surface into a hot furnace with a 
high temperature of 180-200ºC. This way the painted surface becomes a part of the metal. 
The 200ºC hot furnace will ensure that the paint is going to melt and stick on the material.

*Before starting the powder coating process, the 
surface cleaning is of high importance.
Both hot dip galvanizing or cold galvanizing is 
possible according to the wish of the customer.

* Standartly we use the phosphating method. 
This extends the life of the product by increasing the 
grip and the covering of the paint.

* We make use of outdoor polyester based paint which is not harmfull to health.
*  Our powder coating colours are according to the worldwide used RAL-codes. 

Colour choices should be made accodingly.
*

1. Powder coating proves to be an environment-
friendly method by making sure to stick 98% of 
the used paint particles on the metal. 

2.Due to the fact that it doesn’t contain solvent and 
it is better in aspects as the surface quality, durability, 
paint recovery system, favorable pricing and 
environment awareness makes the powder coating 
method a more appealing alternative compared with the 
traditional painting processes.

Temperature changes can cause 
corrusion on the metal.

It is very important that the products 
are open to air. For this reason the 

products should be kept unpacked. 
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How to protect the painted products

MAINTENANCE AND CLEANING

Unsuitable products

Periodic maintenance of the painted metal products.

1. Please do not expose the surfaces of the painted materials to any acid or 
 seawater. (Such as laundry bleach, detergents with amoniac).
 In case of a contact with these matters wash it immediatly with water.

2. The painted metal is sensitive against scratches and dents. 
Retouches can be made to small scratches with the help of spray paints with the 
right RAL colours.

3. Powder cleaning substances should not be used.
Important Note: 
If the surface gets exposed to acid there can be formed small rust flecks. 

1.  Scrubbing powders
2.  Wool
3. Laundry bleach and sanitiser (corrusion risk)

1. The products can be cleaned at any frequency when they get dirty.
2.  Please make use of a wet cotton rag.
3. You can use clear water, water with soap, window cleaner, detergents which do

 not contain any heavy alkali matters. 
4. The cleaning can be done by moving the rag up- and downwards on the surface

 without pressing too much. Scrubbing should be avoided. 

1. Never make use of powder and cream detergents.
2. Items with sharp edges should be kept away from the painted surfaces.
3. The contact with water of the surfaces should be prevented. If there 

should occur a contact, the wet parts should be dried as fast as possible.




